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24E4U

Upgrade your workspace with the 24E4U 24" FHD
professional monitor

The 24E4U offers a 24" FHD display with a 120Hz refresh rate,
delivering crisp, smooth visuals for an enhanced viewing
experience. Its Height Adjustable Stand (HAS) provides ergonomic
flexibility, while the hardware-based anti-blue light feature helps
reduce eye strain during extended use. With Adaptive Sync
technology for seamless performance and a 5-year warranty for
lasting reliability, this monitor is a practical and dependable
addition to any workspace.

GENERELT

Modellnavn
EAN

Kanal
Produktlinje
Designfamilie

Lanseringsdato (ETA)

24E4U
4038986142779
B2B

Essensiell linje
E4

15.07.2025
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Skjermstgrrelse (tommer)
Skjermstarrelse (cm)
Flatt/buet

Skjermhardhet
Panelbehandling
Panelopplgsning
Opplgsningsnavn
Sideforhold

Paneltype

Type bakgrunnslys

Max Oppdateringsfrekvens
Responstid GtG

Statisk kontrastforhold
Dynamisk kontrastforhold
Synsvinkel (CR10)
Skjermfarger

Brightness in nits
Piksel-pitch (mm)

Piksler pr. tomme

YTRE

Rammefarge (front)
Rammefinish (front)
Kabinettfarge (bakside)

Kabinettfinish (bakside)

Vesa-veggstativ
Vipp

Rotering
Rotasjon

Hgydejustering (mm)

23,8
60,4
Flat

3H

Antigjenskinn (AG)

1920x1080
FHD

16:9

IPS

WLED

120 Hz

4 ms
1500:1
20M:1
178/178
16,7 millioner
300 cd/m2
0,2745

93

Svart
Struktur
Svart

Struktur

100x100
-5/+23
175°+5
-90°~90°

150mm

24E4U
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Nnoc

TILKOBLING OG MULTIMEDIA

HDMI

DisplayPort

USB-hub
USB-hubhastighet
USB-nedstrgmsporter
USB-hurtigladeport

D-SUB (VGA)

N
S
m
N
c

HDMI 1.4 x 1
DisplayPort 1.2 x 1
v

USB 3.2 (Gen 1)

4

v

1x

MULTIMEDIA

Hoyttalere
Hoyttalereffekt

Lydutgang

v

2Wx2

1x Audio out

Synkroniseringsteknologi (VRR)
Blue Light-teknologi
Flicker-Free

Kensington-Ias

Adaptive Sync
Anti Blue Light
Flicker Free

v

BZAREKRAFTIGHET
TCO-sertifisert

Energy Star
EPEAT

10
Energy star 8

Yes (any level)

HVA ER | ESKEN
HDMI-kabel

Displayport-kabel
Strgmkabel

Strgmkabel C13

ANNEN INFORMASJON

1.8

1.8

1.8

MTBF

70.000 hours (excluded backlight) + 30.000 hours (including backlight)

3/3



