Tinh nang




TONG QUAN S BEN VI'NG KiCH THPO'C SAN PHAM
Tén mau E2451FH Chirng nhan TCO 6 Kich thwéc san 400.4(H) x 551.4(W)
pham bao gém ca x 221(D)
Kénh B2C WEEE co dé (RxCxS) mm
Dong san pham Style-line Tuén thu chi thi Co Kich thwéc déng 421(H) x 630(W) x
- RoHS g6i (RxCxS) mm 120(D)
Ngay ra mat (dw 14/01/2001
kién) Téng trong lwong 4,73
" A bao gom ca bao bi
EAN 4038986143790 CONG SUAT TIEU THY (tinh bang kg)
Nguén cap dién External Trong Iwong tinh 3.45
HIEN THI THONG TIN Céng suittiéuthu 250 ';hoan l:glohgt:gm
khi bat (phurong pao bi (tinh bang
Kich thwée man 24,0 phap kiém dinh 9
hinh (inch) nhan nang lwong
. Energystar) tinh
Phang/Cong Flat bang watt THONG TIN KHAC
D6 cirng ctia man 3H Céng suét tiéu thu 0,3 Th&i han bao hanh 3 years
hinh hién thj & ché do ché tinh
. . bang watt
Mat do diém anh 276,0
(mm) Cong sudttiéuthu 0,22
. .. khi tat tinh bang
D6 phan giai caa 1920x1080 watt
bang diéu khién
Lé&p nang lwong A
Ty 1 khung hinh 16:9
Loai bang diéu N . .
khién TUAN THU QUY DINH
Loai dén nén WLED CE Co
Max Téc do lam 60 Hz TUV-Bauart-Mark Co
méi
EAC Cé
Thoi gian phan hdi 2 ms -
GtG FCC Co
Ty 1é twong phan 1000:1 Microsoft WHQL Co
tinh 2
" Chinh sach diem ISO 9241-307
Ty lé twong phan 50M:1 anh
dong
Géc nhin (CR10) 170/160
Mau sac man hinh 16.7 Million
hién thi
Brightness in nits 250 cd/m2
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